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Getting Started
TelVue® InfoVue™
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2 Install the InfoVue Stick 4K
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a.  Monitor with HDMI input (not included)
b.  USB keyboard (not included)
c.  USB hub (optional, for both USB keyboard & mouse)
d.  WiFi or Wired Network Access

Requirements
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Email: support@telvue.com

Online Resources: www.telvue.com/infovue
We share your vision™

The InfoVue Stick 4K is a miniature InfoVue player with WiFi and Ethernet that can be used to display your InfoVue signage on a single HDMI monitor. The InfoVue 
Stick 4K is a great, ultra-small signage player solution for traditional signage that requires one player per TV. The InfoVue Stick 4K is also convenient way to preview 
InfoVue playlists before pushing them to your InfoVue Standard or Pro Player. 

Set up the InfoVue Stick 4K

a. Connect USB keyboard to the Stick. If you have a USB hub, you can plug in both a USB   
 keyboard & mouse to simplify setup. The steps below assume only a keyboard is 
 connected. To complete the setup with just a keyboard, use Tab or Arrows to navigate to a  
 selection, Return to make a selection, and Escape to return to the previous screen. When   
 the instructions below say to “select” something, it means navigate to that selection and   
 then hit Return to make the selection.
b. You should see the InfoVue “Channel Loading” or active player screen. Press Escape to Exit  
 the Player, press Tab to navigate to Yes, press Return. Then press Escape to leave the   
 Conductor page and enter the Desktop.
c.  For setup, press Tab to navigate to the Gear Icon, press Return to enter the Settings menu. 
d. To setup networking from the Settings menu, select Network & Internet.
 i. For wired, select IP settings. Select DHCP or Static. 
  1. For Static, enter in sequence each of the IP address, Gateway, network prefix   
   length, DNS server 1, and DNS server 2 settings, selecting Next after each one.
  2. Under the Ethernet section it should now show Connected with the assigned IP. 
 ii.  For Wi-Fi, select one of the available networks discovered, then select Connect.
  1. Enter the password, select Next. 
  2. The Wi-Fi network should show as Connected on the Network & Internet page.   
  Selecting the Network will show connection details including the assigned IP, and from  
  there selecting Forget network will delete the connection.  
e. To set the timezone from the Settings menu, select Date & time. (Note: press Escape to 
return the Settings menu if you are still on Network & Internet).
 i. Select Set time zone.
 ii. Select a time zone.

4Reboot the InfoVue Stick 4K
To get back to the InfoVue Player, Reboot the system. There are two ways to do this: 
1.  From the Settings menu select Device Preferences, and then select About. On the About 
menu select Restart. Then select Restart again on the Restart Now? screen.
2.  Remove power from the side of the Stick, and plug power back in.

Configure the InfoVue Stick 4K

a. Connect Stick HDMI Out port to monitor. HDMI extension cable is provided if needed.
b. Connect power to Stick using provided power adapter plugged into the USB-C port on   
the Stick. Power may be plugged into an electric outlet, or directly into a Monitor or TV’s 
compatible USB port so the Stick is powered whenever the display is powered. 

5 Logging in and managing your signage
Your InfoVue Stick 4K Player is now ready to receive content. To create content, login to the 
InfoVue management interface (https://infovue.telvue.com) from a computer. For more 
detailed instructions on using the InfoVue Digital Signage system, please refer to our online 
knowledgebase at: https://telvue.com/kb/infovue/ to view the InfoVue User Manual, 
Beginner’s Guide, and FAQs.
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