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Multi-rate Streaming Encoders
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The TelVue TeleCast 2 multi-rate IP streaming encoder will stream your video channel simultanously 
to multiple destinations including TelVue CloudCast™, YouTube™, and Facebook™. The TeleCast 2 
is perfect for Internet streaming linear TV channels and live events such as sports, meetings, and 
community events to a broader or even global audience. Combined with the TelVue CloudCast™ 
service, your viewers can watch the live streams on virtually any device, including Macs, PCs, iPads, 
tablets, iPhone or Android smartphones, and OTT platforms such as Roku® and Apple® TV. TeleCast 2 
supports EIA-608 embedded Closed Captions to meet accessibility requirements.

Video Streaming Features

• Digital SD/HD-SDI input
• SD/HD output up to 1080p
• Multi-rate Encoding (up to 3 rates)
• Stream to Multiple Destinations
• CloudCast™, YouTube™, Facebook™
• Compatible with most CDNs
• EIA-608 / Closed Caption support

Built-in Management & Reliability

• Mobile-friendly Web UI
• Live Video Preview Window
• 1-click Start/Stop Destinations
• Stream Video 24x7x365
• 1RU rack mount form factor
• Solid State hard drive
• Linux OS
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Encoder Output
Protocol RTMP

Video Codec H.264 / AVC

Video Bit Rate 128 kb/s to 15.0 mb/s

Scan Mode Interlaced, Progressive

Closed Captions EIA-608

Video Resolution 16:9 Aspect Ratio: 1920x1080, 1280x720, 
960x540, 640x360, 512x288, 400x224

4:3 Aspect Ratio: 1280x960, 960x720, 640x480, 
400x300, 320x240

Framerate 23.98, 24, 25, 29.97, 30

Adaptive Bit Rate Up to 3 Rates

Audio Codec AAC

Audio Bit Rate 16, 32, 48, 96, 128, 256 kb/s

Audio Sample Rate 32, 44.1, 48 kHz

Audio Channels Stereo, Mono

Destinations Up to 3 Simultaneously

TelVue® Corporation is a video broadcast technology innovator and leader that 
helps broadcasters automate their TV channels and expand their audiences across multiple 
screens and mobile devices. TelVue’s professional quality broadcast equipment and cloud 
video services include all-in-one digital broadcast servers, live and VOD Internet streaming, 
multi-user contribution and transcoding, hosted broadcast, broadcast program sharing, and 
web-based digital signage. TelVue serves the local origination and leased access needs of 
the top MSOs and over 100 cable & telco TV operators, powers over 2,500 hyperlocal 
and PEG channels, and delivers local programming to over 50 million households. 

TelVue TeleCast™ 2 Specifications
The compact and reliable TelVue TeleCast 2 streaming media encoders provide high quality compressed digital video output ideal for stream-
ing your own TV channel on the Internet. The TelVue TeleCast 2 accepts digital HD-SDI with embedded audio and supports 4:3 or 16:9 
aspect ratio with multi-rate encoding of resolutions up to 1080p. TelVue TeleCast 2 supports EIA-608 embedded Closed Captions to meet 
accessibility requirements.

Note: Specifications are subject to change without notice.

Encoder Input
Video HD-SDI

Audio Digital Embedded

Video Format

SD 480i29.97 NTSC & 576i25 PAL
HD 720p50/59.94/60 
1080p23.98/24/25/29.97/30/50/59.94/60 
1080PsF23.98/24/25/29.97/30, 
1080i25/29.97/30

SDI Compliance
SMPTE 259M, SMPTE 292M, SMPTE 296M SMPTE 
372M, SMPTE 425M, SMPTE 2081, ITU-R BT.656 
and ITU-R BT.601

SDI Metadata Closed Captioning

Physical
Power 100 - 240 VAC/200 Watts

Dimensions 17.2" x 1.7" x 10" (W x H x D)

Weight 10 lbs

Form Factor 1 RU 19” Standard

External Interfaces & Connections

Front Panel

Power/Fail/Drive LEDs
Power/Reset Switch
2 Line LCD
6 Button Interface for Setup

Rear Panel Dual 10/100/1000 BT, Link / Data LEDs

BNC (HD-SDI Input)

Storage
120 GB SATA SSD

Operating System
OS Linux

Device Drivers All Standard Drivers

Content Delivery Networks
TelVue CloudCastTM, YouTubeTM, FacebookTM, VimeoTM, 
AkamaiTM, and most popular CDNs

High Availability
Watchdog Timer, Solid State System Drive

Application Software
User Interface Integrated, HTML5 Web UI, Responsive

Monitoring Input Status, Live Preview / Confidence Monitor

Control Auto Start, plus Manual Start/Stop Destinations

Setup Manage Encoding Parameters, Multiple Destinations
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