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1
Bolt the ears to your rack. It is recommended that you install the TeleCast 2in a climate-controlled 
environment.

Install your TeleCast 2 in a Rack

2
TelVue recommends the use of an Uninterruptible Power Supply (UPS).

Press the power button on the top right of the front panel on your TeleCast  2 to turn the power 
on.

Plug in Power and Turn On Unit

3
Connect the TeleCast 2 to your network. Note that out of the box, eth0 is set to DHCP, and eth1 
is set to static IP 192.168.0.240/24 (255.255.255.0). Generally, eth0 should be used for 
control. There are two methods to set the IP address for your appliance so you can add it to your 
network. Once set, you can login to the web user interface for full management and control.

Add the TeleCast 2 to Your Network

DHCP – Dynamic Host Con�guration Protocol - Your appliance 
will acquire an IP address from a DHCP server. This isn’t ideal 
for an appliance like your TelVue® broadcast server because 
your server may be assigned a new IP address unexpectedly, 
and it can be hard to determine what its current IP address is.

Static IP - You set an IP address during configuration and the 
appliance always uses that IP address. This is the preferred 
method because you always know what the IP address is. You 
will need an available IP address on your network, outside the 
DHCP range. Contact your IT department to get one. 

DHCP Reservation - The reservation tells your DHCP server to 
give your appliance the same IP address. This lets you use the 
simpler DHCP setup for your appliance, while still letting it use 
the same IP address. Refer to your DHCP server’s documentation 
to set up a reservation.

IP ADDRESS ASSIGNMENT

Method 1: LCD to Configure Networking
• Press Down and Enter on the LCD to access the menu.
• The up and down arrows can be used to select which device to configure. Once the appropriate 

device has been found, press Enter to continue with the configuration process.
• Select Yes by using the up and down arrows at the DHCP menu to configure the selected ethernet 

device automatically.
• To specify the IP address statically, select No at the DHCP menu and press Enter. Then use the left and 

right arrows to select the part of the IP address to modify. Use the up and down arrows to adjust its 
value. An underscore will appear below the part of the IP address that is being modified.

• Once a valid IP address has been entered, press Enter to accept.
• Configure the subnet mask and default gateway using the above instructions. Press Enter after each 

address has been configured. 

Method 2: Console Login to Configure Networking
You can access and set the basic networking parameters of your TelVue TeleCast 2 server by connecting 
a keyboard and monitor to the server. All other interactions with the server must be done through the web 
interface after the server is integrated into your network.

• Attach a monitor and keyboard to the server.
• Login with username “config” and password “config.”
• Choose the “Configure Networking” option.
• Select the network interface to configure, either eth0 or eth1.
• The “Using DHCP” status line will show whether the interface is set to use DHCP or not.
• To switch modes, select “Change to/from using DHCP” and follow the prompts.
• When setting a Static IP address, set the IP Address and Netmask from the corresponding sub menus.
• When you have finished your settings, selected “Reboot Server” from the main menu.

Optionally connect the IPMI port to your network. Intelligent Platform Management Interface (IPMI) is an 
optional network connection that allows TelVue to provide the highest level of Technical Support for your 
TeleCast 2. See https://telvue.com/knowledgebase/ipmi for more info.
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What’s Next?
We have many resources available to help you further and get you 
up and running faster! Solutions, documentation, literature, training 
videos and more are all at your fingertips. 

https://www.telvue.com/support/

https://www.telvue.com/training/

https://telvue.com/kb/telecast-2/

If you would like to set up an appointment for training please 
contact the TelVue® Support team at support@telvue.com. 

16000 Horizon Way, Suite 100
Mount Laurel, NJ 08054
800.885.8886
www.telvue.com/support

Toll Free: 800-885-8886
Email: support@telvue.com
Support Portal: https://www.telvue.com/support
Training Videos: https://www.telvue.com/training

4
Connect the SDI input to the TeleCast 2. See the connection diagram below.

Connect SDI Cable

BNC Cable

Genlock - Not Used

HD-SDI In

HD-SDI Out - Not Used Deck Control - Not Used

TelVue TeleCast™ 2 SDI Audio and Video Input Connectors 

5Login to the User Interface
TelVue recommends:
Google Chrome
Mozilla Firefox
Microsoft Edge
Apple Safari

• On a computer that is on the same network as your TeleCast 2, open a web
   browser and navigate to http://[your_ip_address].
• At the login screen, enter admin for both the username and password.

6
It is critical for securing your system to change the factory default password on all networked 
TelVue appliances. Default credentials are widely known and can be easily exploited, potentially 
allowing unauthorized access to your TeleCast 2. Updating the password helps protect sensitive 
content, maintain control over programming, and safeguard your station’s reputation from 
malicious interference. Always set a strong, unique password as part of your initial system 
configuration.

• Once logged in, click on admin in the top right corner.
• Type the new strong password in the Password and Confirm Password fields.
• Enter admin in the Current Password field.
• Click Save.

Change the Factory Default Password


