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• Live Captioning and Translation to Over 70 Languages
• Simultaneous Closed, Open, In-Room, and Web Captions
• Accessibility-Friendly Web Caption Viewer
• Easily Share Web Caption Links as URLs or QR Codes
• Large-Monitor Caption Display for In-Room Visiblity
• Supports Multiple Spoken Languages
• Custom Language Models for Improved Accuracy
• Seamless Source Handling with Automatic Up/Down Conversion
• Flexible SDI, NDI and IP Input/Output Options
• Optional Recording and Automatic Web, Mobile, OTT and Social Media Publishing

FEATURES

TelVue® CaptionVue™

CaptionVue from TelVue, is a dedicated live captioning appliance for your meeting 
and event accessibility needs. CaptionVue supports simultaneous Closed Captions (CC), 
Open Captions (OC), In-Room Captions, plus Web Captions viewable in any modern 
browser, including on phones, tablets, laptops, and PCs. Display a primary caption 
language or a live-translated secondary language, and easily share the Web Caption 
Viewer via URLs or QR codes.

Closed, Open, In-Room, and Web Captions
for Live Meeting and Event Accessibility

Live Caption Display for Meeting & Event ADA/WCAG Compliance
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TelVue® CaptionVue™ Specifications

Note: Specifications are subject to change without notice.

Network Management
System Health Notices SNMP, Email, REST API, and Web Browser UI

Other
Built-in Firewall & Routing Table, Remote 
Management, Station Timing Locked to NTP

Operating System & High Availability
Linux, Watchdog Timer, Solid State System Drive

Physical
Power 100 - 240 VAC/200 Watts

Dimensions 17.2"x1.7"x11.3" (WxHxD)

Weight 10 lbs.

Form Factor 1 RU Rackmount , 19" Standard

External Interfaces & Connections (Typically Used)

External Reference
Blackburst in SD, 720p50, 720p59.94, 1080i50 
and 1080i59.94 formats or Tri-Sync in any HD 
format

Copper NICs Dual 10/100/1000 BT

Front Panel Power/Fail/Drive LEDs, Power/Reset Switch, LCD

Application Software
User Interface Integrated, Secure Browser-based

Scheduling
Live Sources: SDI, NDI, RTMP Push & Pull, HLS, 
DASH, RTSP, SRT, TS (UDP/RTP), Zoom, Social 
Media.

User Management Roles, Emergency-only User, Preferences

Optional Cloud Services
Event Recording and Archiving, Branded Stream-
ing, Mobile & OTT Apps, YouTube and Social 
Media Integration, AIO Summaries and Chapters

Inputs & Outputs

SDI Ports
4 Total: 1 In, 3 Out (for Simulatenous Open, 
Closed, and In-Room Captions)

IP Inputs
NDI, RTMP Push & Pull, HLS, DASH, RTSP, SRT, TS 
(UDP/RTP), Zoom, Social Media. Optional Capture

HD/SD Simulcast Optional IP Simulcast

Outputs SD/HD-SDI, Optional Streaming, TS & NDI

Storage
OS/System SSD

Media 4TB, Single Drive

Codecs
Video Codecs MPEG-2, H.264 SD & HD

Audio Codecs MPEG-1 Layer II, AC-3, AAC, MP3, LPCM

Recording
Encode MPEG-2 Transport (MPEG-2 and H.264 SD/HD)

IP Capture Optional up to 2 Simultaneous

Playback

Video Resolutions

SD 480i29.97 NTSC & 576i25 PAL,
720p50/59.94/60 
1080p23.98/24/25/29.97/30 
1080PsF23.98/24/25/29.97/30
1080i25, 1080i29.97, 1080i30
Automatic up/down-conversion

Audio Format & Channels 48 kHz, 16 bit, Stereo, 8 or 16 Channel

VANCs CEA-608/708 Closed Captioning, Passthrough

Closed Captions

Live
CEA-608/708, Closed, Open, In-Room Web 
Captions with SmartCaption™ LIVE Integrated Au-
tomatic Live, Optional Multi-language Captioning


